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DESCRIPTION: 

(A) Electronics and Optical Characteristics: Ta=25˚C 

PART NO 

Emitting 

Color 

Forward 

Voltage 
(DC) 

TotalityLuminous 
Intensity 

 

Efficacy 

Dominant  

Wavelength  

Color 

Temperature 

Single 

LED  
Intensity 

Viewing 

Angle 
T10-WEDGE-1

2CSMD1(陶瓷陶瓷陶瓷陶瓷

基板基板基板基板)+1HP3 
Unit: V 

Unit: LM 

Error margin:±±±±5% 
Unit:LM/W Unit:nm Unit:K 

Unit:mcd 

(0.5m) 
Unit:deg 

B Ultra Blue 14.20 9.351 10.45 467～460 >=100000 488 179.8 

B1 Ultra Blue 14.20 9.297 10.07 463～460 >=100000 460 180.0 

W Super White 14.20 46.23 49.49 X:0.286Y:0.284 9633 2270 179.8 

W1 Super White 14.20 46.57 50.46 X:0.288Y:0.287 9186 2234 179.8 

Test Condition Power:0.92W        Current:65±±±±10101010%mA 

Figure:  

 
(B) Absolute Maximum Ratings AT Ta=25˚C 

PARAMETER MAX UNIT 

Continuous Forward Current  mA 

Peak Forward Current (1/10 Duty Cycle 0.1ms Pulse Width)  mA 

Reverse Voltage  V 

Operating Temperature Range -20˚C to +50˚C 

Storage Temperature Range -40˚C to +100˚C 

Lead Solder Temperature 1.6mm Below Package 260˚C For 5 seconds 
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